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Invisible acoustic plaster - seamless acoustic ceiling 

1. Introduction  

The Invisible acoustic plaster system is a high-quality acoustic plastering system that absorbs unwanted noise in a 
wide range of environments. As an acoustic plaster solution spray applied to walls and ceilings, its highly absorbent 
quality allows for optimum acoustic control in large, commercial spaces.  

The Invisible acoustic plaster system can be applied on virtually any surface including straight and curved walls, 
dramatic angles and arching domes offering a more flexible, discreet alternative to traditional acoustic solutions, 
such as suspended ceilings.  

Bringing together high-value aesthetics and acoustic performance, the Invisible acoustic plaster system is well-
suited to a wide-range of developments, from historic buildings to high-end residential, commercial, retail and 
educational spaces.  

 

 

     Invisible IR (Impact Resistant)   Invisible extra smooth    Invisible “special effect”    Invisible “special effect” 

 

2. Installation 

In general, the Invisible acoustic plaster system is flexible and there is no need for expansion joints. However, if the acoustic plaster ceiling area is big, if 
the building is under much structural stress or the substrate has expansion joints it is recommended that the Invisible acoustic plaster System has 
expansion joints.  

The installation of Invisible acoustic plaster system can be paused and continued again. There is no need to install a given area per day. However, if the 
acoustic boards have been installed the 1st layer of acoustic plaster must be applied immediately and without pauses.  

The project site is properly heated (if the installation takes place in cold climates) and that the project site can be dehumidified if necessary (if the 
installation takes place in a hot and humid climate). It is not recommended that installation is carried out in temperatures below 1°C.  

Note: 
In cold or humid conditions, the acoustic plaster will have a longer drying time and in some cases the joints can crack due to the plaster drying from the 
„inside“ and out.  

The building is watertight to prevent any water leaks destroying the acoustic plaster system.  

The building or the construction between floors are airtight to prevent dust deposits from airflow if the acoustic board are installed direct-to-grid.  
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3. Types of installation  

Direct installation  

The acoustic board (glasfiber or cellulose) is installed directly onto a plasterboard, concrete, or timber substrate with either approved adhesive or 
mechanically fixed with special Invisible acoustic spring washers.  

Direct-to-grid  

The acoustic board is installed directly to a MF metal drywall grid system 400 mm c/c or similar with the specific Invisible acoustic spring washers.  

Invisible acoustic plaster without an acoustic board  

The acoustic plaster is sprayed directly onto a primed plasterboard or concrete substrate to a total thickness of 3mm  

The installer must ensure that any cracks or indents in the substrate has been filled before spraying the plaster.  

Suitable substrates:  

• -  Regular gypsum wallboard  
• -  MF metal drywall grid system 400 mm c/c or similar  
• -  Concrete  
• -  Timber/steel frame  
• -  Previously painted substrates  

 

                                                     Type A - "Direct Installation" 

 

 

 

1 Approuved surface 3 Absorber board (40 mm) 

2 Adhesive or spring washer 4 Invisible acoustic plaster 
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                               Type E - "Direct on suspension"        Type E - "suspended installation" – without airgap 

 

 

 

 

1 Metal frame MF 400 mm or similar 3 Absorber board (40 mm) 

1 Gypsum board 16 mm 4 Invisible acoustic plaster 

2 Screw + spring washer  

 

Thickness  

Absorber board (mm) 40 

Acoustic plaster (mm) 3 

Total thickness 43 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

Uilenbaan 90, 2B 

2160 Wommelgem 

+32 (0)14 58 18 00  

BTW BE0551890408 

info@Invisible.eu  

www.Invisible.eu  
/4 

 

4 

4. Technical specification 

 

Fire reaction according to ISO EN 13501, 2007 Class A: A2s1d0 

Color : Standard color white : NCS S 0500N. All colors RAL and/or NCS possible 

Light reflectance (white) : 84,5% 

System weight (43 mm): ca. 4,5 kg/m2 

Emission classification: M1 indoor air certified 

 

5. Maintenance, cleaning and repairing 

Maintenance  

The system does not require any regular maintenance. The extent to which the individual surface requires cleaning or refreshing will vary as this depends 
on the effects of dirt, smoke etc. The acoustic plaster is not statically charged and therefore does not attract dust or dirt from the air. 

Cleaning 

The Water & Stain repellent spray will make the surface very dirt resistant. The surface can be cleaned using a dry, soft brush or pressurized air. 

Repairing 

Stains or any other damages that have penetrated the surface and cannot be removed by the previous actions can be repaired by applying a thin layer 

of acoustic plaster onto the imbedded stain or damaged area. 

 

 

 

 

Systeem 100 Hz 125 Hz 160 Hz 200 Hz 250 Hz 315 Hz 400 Hz 500 Hz 630 Hz 800 Hz 1000 Hz 1250 Hz 1600 Hz 2000 Hz 2500 Hz 3150 Hz 4000 Hz 5000 Hz ⍺w Class
Type E-5 (5 mm airgap - 40 mm board 0,17 0,31 0,37 0,62 0,75 0,86 0,93 1,03 1,05 1,04 0,99 1,02 1,02 1,01 1 1,03 1,03 1 1 A
Type E-200 (200 mm airgapp - 40 mm board 0,87 0,63 0,71 0,66 0,71 0,77 0,84 0,86 0,89 0,95 0,97 0,99 0,98 0,99 1,01 1,03 1,04 1,01 0,9 A


